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Scala:
Sostituito da:

Sostituisce:

28/10/2011

Disegno d'assieme N.

Codice cliente:

SKG ITALIA

Grill 2+

Materiale:

A termini di legge ci riserviamo la proprietà
di questo disegno col divieto di riprodurlo 
o di renderlo noto a terzi o a ditte concorrenti
senza la nostra autorizzazioneS.p.A.

00C0335.16

41845-P

Codice Articolo Foglio:
1 

N°: 02-000014 18

Descrizione:
 

WWW.SKGITALIA.COM       inbox@skgitalia.com
QUOTE SENZA INDICAZIONE DI TOLLERANZA

RAGGI E SMUSSI NON QUOTATI

Disegnato Approvato Trattamento termico:

Trattamento superficiale:
Rugosità:
UNI EN ISO 1302-2004 (   )

Peso: N/A Volume:N/A

CAD Autodesk
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Area for production date printing
Day-Month-Year as for following
example: 24-APR-2011
Customer code: 

Gen → January
Feb → February
Mar → March
Apr → April
Mag → May
Giu → June
Lug → July
Ago → August
Set → September
Ott → October
Nov → November
Dic → December
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N°8

N°7 - Frame to fix tiles
Stainless Steel 430 SS. 
Thickness: 1mm
See note 3

N°6 - Ceramic tiles - combustion surface
See note 2
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Hole Diameter : 1.25

N°1 - Venturi Pipe
Th.1mm x 30 int. x 32 est.
Stainless steel  439 SS
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N°24 - Baffle
Thickness: 1mm
 

Stamping 
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18

GENERAL TOLERANCES:
LINEAR: 0.4

ANGOLAR:1°

NOTE:
1 - THE CERAMIC TILES  SHOULD NOT PRESENT FRACTURES AND CRACKS.
2 - TIGHTNESS OF CERAMIC TILES TO BE GUARANTEED FROM CERAMIC FIBER GASKETS.
3 - PARTS SHOULD NOT PRESENT BURRS AND SHARP EDGES
4 - DIMENSIONS ARE IN MILLIMETER
5 - C.D. = CRITICAL DIMESION
6 - DIMENSION BETWEEN BRACKETS: THEY ARE NOT TO BE tTAKEN OR NOT CAN BE DETECTED
7 - CUSTOMER NUMBERING: N° <DIMENSION>
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Thickness

130.5 C.D.
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